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From Colorado Flagstone, to Kona Rocks, to
Chiseled Limestone, Spec flawlessly simulates
the naturally occurring strata of any region.

Spec’s stunning rock patterns add realistic beauty
to any project.

Their exquisite display as well as cost-
effectiveness makes Spec’s Rock patterns ideal for
freeway walls, MSE walls, foundations, and bridges.

With an ever-growing pattern collection, Spec is
sure to offer the right design for your project.

=% Spec Formliners, Inc.

=~ Impressive On Concrete
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Pattern Number: 1 501
Dry Stack Fieldstone

Spec Formliners, Inc. Dry stack fieldstone rock size 3" to 18"
) 1” max. depth
Impressive on Concrete
CONCRETE
1.5" max.
J Depth
R 6 S
P +
Rock Sizes:
‘SIQII I{_)- 'I-B-IOII
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
Material Weights - Ibs/ft2 Tear Strength | D2370 23 MPa Tear Strength | D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

20f2

Pattern Number: 1 501
Dry Stack Fieldstone

Dry stack fieldstone rock size 3" to 18"
1” max. depth

| 96.000

26.00 Formliner Widih

48.00
Formliner
Height

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 502

Ashlar Stone

Spec Formliners, Inc. Rock Sizes - 2-1/2" to 9”
1-1/4” depth, 3/8" to 1-1/4” mortar joint

Impressive on Concrete

CONCRETE

037510 1.25
Mortar Joint

Rock Sizes:
2.5"10 9.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 502

Ashlar Stone

Spec Formliners, Inc. Rock Sizes - 2-1/2" to 9”
1-1/4” depth, 3/8” to 1-1/4” mortar joint

Impressive on Concrete

1625 8.0 16.25
27.25 Maichstone 12.5 Matchsions 12.5 Maichstone 27.25

19.563

19.563

8.875

8875 .
Matchstone

4800 Matchstone

—

19.563 19.563

16.25 & 186.25
27.25 Matchstone 125 atchstone 125 Matchstone 2725

48.00
Formliner
Height

‘ 120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 503
Red E Cobblestone

Spec Formliners, Inc. Rock Sizes - 11” to 18” wide by 9” height
- 1-1/2” depth
Impressive on Concrete 3/4” mortar joint
CONCRETE
0.750
L | - T **I* o | 1.50
| .

G e o TN e

1.00/" Rock Sizes: )

11.0" 1o 18.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 503

Red E Cobblestone

Spec Formliners, Inc. Rock Sizes - 11” to 18” wide by 9” height
1-1/2” depth
3/4” mortar joint

Impressive on Concrete

120.00

o ~9.0
~9.0 ~9.0
Matchstone Matchstone
48.00 =9 ~90
i
~90 ~9.0
Matchstone Matchstone
075 F—— — e —=
~9.0 ~90

k

48.00
Formliner
Height = —

120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 505

Madera Flagstone

Spec Formliners, Inc. 8” to 24" rock sizes - 1-3/4" to 2" relief
1/2” to 1” mortar joint, large irregular stone

Impressive on Concrete

CONCRETE
0.50 to 1.00"
Mortar Joint
' 1.75" to 2.00"
| Relief
L }‘T
D | DI
Rock Sizes:
8.0"to 240"
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
Material Weights - Ibs/ft2 Tear Strength | D2370 23 MPa Tear Strength | D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 505

Madera Flagstone

Spec Formliners, Inc. 8” to 24" rock sizes - 1-3/4" to 2" relief
1/2” to 1” mortar joint, large irregular stone

Impressive on Concrete

120.000

15.500 17.000 17.000 15.500
1.000 14,000 ~Matchstone TLQQO'\ Matchstone 13.000 - Matchstone 7.000 Matchstone

14.000

1.000
— g e

15.000
Matchstone

15.000
Matchstone L

48.000
16.000

15.000
Matchstone
15.000

Matchstone |

1.000

15.500
| 14.000 | Matchstone

17.000 ‘ 17.000 15.500
| 7.000| Matchsione | 13000 | Mafchstone | 7.000 | Maichstone |

14.000

48.00
Formliner
Height

120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 506

Random Block
Spec Formliners, Inc. Ashlar Stone

Impressive on Concrete 1-1/2" deep block Ashlar Stone,
4" to 42" stone, 1" deep by
1-1/2" wide mortar joint.

CONCRETE
1.50
= — = — .'yl. —_— e —_ — ——
L iy |, 150
| !
L —‘—'—j J\ == =t S = /J’ I
Stone Sizes:
4.0" 1o 42.0°
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



480

48.00
Formliner
Height

20f2

Pattern Number: 1 506

Random Block
Spec Formliners, Inc. Ashlar Stone

Impressive on Concrete 1-1/2" deep block Ashlar Stone,
4" to 42" stone, 1" deep by
1-1/2" wide mortar joint.
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J_ 120.00 Formliner Width

Note: Partial mortar
joints around perimeter.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 508

Large Dry Stack Fieldstone

Spec Formliners, Inc. Rock sizes 3" to 24"
Maximum depth 1-1/4"

Impressive on Concrete

CONCRETE

=ad &1 eT, T - 3
4 g @ 1.25
Rock Sizes:
| 2.0" to 23.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 508

Large Dry Stack Fieldstone

Spec Formliners, Inc. Rock sizes 3" to 24"
Maximum depth 1-1/4"

Impressive on Concrete

120.000

| 100 11.25 13.75 13.75 11.25 100
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L Matchstone L_Maichstone 4 L__Maichstone Matchstone Matchstone L Matchstone 4

48.00
Formliner
Height [

{ 120.00 Formliner Width {

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 0

Rocky Mountain Flagstone

Spec Formliners, Inc. Rock sizes - 4" to 40" - 2" maximum depth -
3/4" to 1” mortar joint

Impressive on Concrete

CONCRETE

| 2.00
\ |
| e
i — = = =
0.75"to 1.0° Rock Sizes:
4.0"1 o 40.0"
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 0

Rocky Mountain Flagstone

Spec Formliners, Inc. Rock sizes - 4" to 40" - 2" maximum depth -
3/4" to 1” mortar joint

Impressive on Concrete

96.000
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1 96.00 Formliner Width l Note: Panels match top and bottom,
' side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 1

Devils Slide Strata

Spec Formliners, Inc. Various layered rock strata from Devils
Slide California - 3" maximum depth

Impressive on Concrete

CONCRETE
3.00"
_max. Depih.
1 B [
| |
lL___, A J—\_ ——le k St J
Layered Rock
Sirata
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i

Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern

Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



48.00

Spec Formliners, Inc.

20f2

Pattern Number: 1 51 1
Devils Slide Strata

Various layered rock strata from Devils

Slide California - 3" maximum depth

Impressive on Concrete

96.00

96.00

458.00

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



ThermoSpect™

Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 1 51 3

SC Fractured Granite
3/4" to 1” (25mm) deep fractured

granite texture.

CONCRETE

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

10f2

0.7510 1.00
Relief

ElastoSpec'™ 100% Solid Urethane

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Spec Formliners, Inc.

Impressive on Concrete

20f2

Pattern Number: 1 51 3

SC Fractured Granite

3/4" to 1” (25mm) deep fractured
granite texture.

.00

Formliner

Hei

aht

120.00 Formliner Width

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 5
SC Ashlar

Spec Formliners, Inc. Cut Ashlar stone 1-1/2" depth 3/4" mortar
joint. Large stones in random pattern.

Impressive on Concrete

CONCRETE
0.750
T |
| i e
3 ' [ Depth
\ e _,___/ :—l\w___ ey y = ]
Stone Sizes:|
Large
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
Material Weights } |bs/ft2 Tear Strength D2370 23 MPa Tear Strength D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 51 5
SC Ashlar

Spec Formliners, Inc. Cut Ashlar stone 1-1/2" depth 3/4" mortar
joint. Large stones in random pattern.

Impressive on Concrete

18.375 - 16.875
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12.875 | Matchstone 17.50 I 23.25 | 13.125 |L.Maichstone || 13.25
120.00
| L | [T 1 | | | [ ]
|
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48.00
Formliner H H
Height ‘ ‘
| |
L H L H I

{ 120.00 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 7

St. Marys Ashlar

Spec Formliners, Inc. Aged cut stone sizes 4” to 19”
1-1/2" depth
1/2" - 1" mortar joints

Impressive on Concrete

CONCRETE
0.50"to 1.0"

= = 1.50
__,_;’—L__ _ | ,_J_P

Stone Sizes:
40"1o 19.0" ‘

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 51 7
St. Marys Ashlar

Spec Formliners, Inc. Aged cut stone sizes 4” to 19”
" 1-1/2" depth
Impressive on Concrete 1/2" - 1" mortar joints
96.000
Matichstone Matchstone

48.000

Matchstone

|

Matchstone

Matchstone Matchstone
Panels are available in 4'x8'.

*Actual Stone Layout may differ from drawing.

) Ry g == | W st W )
=\ j\J_IU[ r—\'\\__\{"'— L J'| '-[—;JQLJ—'I

I |
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== 1 =l
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o h__jl'l | ‘|| = =y S ﬁﬁ:\\lrtg
Formliner L == ] I—_'"II‘ | | 1:\;!___”:__ __\,—_ 4N |
o A =L L -
[ = —I -|j —')]\Jl \” N‘ _|_//_|| | 1 "!’7
= , IJ____J:———qI | ==
L L I I S— | Wl_ -

96.00 Formliner Width |

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

20f2



10f2

Pattern Number: 1 51 9

Tallahassee Ashlar

Spec Formliners, Inc. Cut Ashlar stone 1" depth 3/4" mortar joint.
3" to 15” high by 7” to 28" wide stones

Impressive on Concrete

CONCRETE
4 1.00
Rock Widths:
0.750" 7.0" 1o 28.00°
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 51 9

Tallahassee Ashlar

Spec Formliners, Inc. Cut Ashlar stone 1" depth 3/4" mortar joint.
3" to 15” high by 7” to 28" wide stones

Impressive on Concrete

120.0

. Matchsione Matichstone

>

Matchstone

48.0 Maichstone

Matichstone Matichsione

I 0 ] | i L e S
[—,»_— —J[ I i | _Jl][:f[__)t_:” L =T —jﬂ__]. W
w e —— = P
1 [ —— T T | | — I

_JL_]_J_ . ]| =l _T: — ’_—%__—], e

(o o 'rji_}ﬁl[ . ;LT ) —“jS@; JE
L ———— o T
—— —— e N [

N — ) ' = ) |
— T [ L LU 5
00 [ ] q%;” ][T JL (R | [ U S WL’

Formliner JLf ] _JL ) M 1( ]I| o I L ‘;_ —:[ ﬁl[_ r___J{
Height [— ;Igj —__]r:_—(;]%cj O —1|[—__.T—f_~— -jIL _HT:JJ{ T[—_th—- _J|[[§_I_—J
F;Kflgil—mi—:ﬁ‘F:rLi__ [ s s e e
| [ i | S — S— — ) =

J_ 120.00 Formliner Width J

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 520

Batavia Random
Spec Formliners, Inc. Fieldstone

Impressive on Concrete 3”7 t0 26 " fieldstone - 2-1/2" max
depth 1/2” - 2" wide mortar joint

CONCRETE
J 2.50" max.
/J K_\_/_/ __depih
~% 4 T <
0.50t0 2.0}

Fieldstone Sizes:
3.0"10 26.0"

Note: Scroll edge in mortar joint matches top, bottom,
and sides for hidden seams - 48" x 108" panels.

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 520
Batavia Random
Fieldstone

3" to 26 " fieldstone - 2-1/2" max
depth 1/2” - 2" wide mortar

Spec Formliners, Inc.
Impressive on Concrete

48.00
48.00
Formliner
Height

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

108.00 Formliner Width
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Pattern Number: 1 5 2 1

Tahoka Stone

Spec Formliners, Inc. Random cut stone 4” to 34”
3/4" mortar joint - 1-1/2” depth

Impressive on Concrete

CONCRETE
Varies 0.751t0 1.5

! ‘“Z’ 2.0" Max.
\;__,_ __h_j Lﬂ /[ I/_

Stone Sizes: 9" to 30" Wide
6.5"10 13" Tall

Urethane: Two matching panels with ends and sides texture
matched. Panels can rotate, allowing random pattern layout.

|

Plastic: One panel with ends and sides texture matched.

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 52 1

P Tahoka Stone
' I Spec Formliners, Inc. Random cut stone 4” to 34”
; 3/4" mortar joint - 1-1/2” depth
- Impressive on Concrete
96.00
‘, Matchstone _. Matchstone . _ Matchstone .. Maichstone

—_—

-

l

Matchstone Matchstone

48.00

)

Matchstone

Matchstone

—

\_ Matchstone H_ Matchstone * \_ Matchstone H_ Matchstone

s | TN A [

Height | \ _J ___ ] _Kr — L — '
__Jk \[—_ - - __‘l_f__lif __ ‘ I:j[ |
— I Y 1 L ” [

96.00 Formliner Width ‘

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 2 3

RE Ashlar

Spec Formliners, Inc. 1-1/2” maximum depth
Medium to large cut ashlar stone

Impressive on Concrete

CONCRETE
: -1 1.50 max.
e Relief
..I , 3 kp_ it ___.___.-J-'—'—-/ }\__P__ SO ,l' I
— Stone Sizes:
Medium o Large
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 23

RE Ashlar

Spec Formliners, Inc. 1-1/2” maximum depth
Medium to large cut ashlar stone

Impressive on Concrete

120.00
16.75 21.50
Matchstone Matchstone
48.00
11.175 11.175
Maichstone Matichstone
6] 25 6. 1:25
Maichstone Matichstone
— — 1
21.50
Maichstone
| | I | I | I |
| | | [ 1] | | | [ ]
| | | ] | | | | | |
| | L | | | | L] IE
I | | | | | | |
L L] | | | [ | | [
| | | | | |
R | |
| | | H | | | %
48.00 | | | | | | | |_
Formliner | |
Height —
[ L L
|
|
120.00 Formliner Width

Note: Panels match top and

bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 524
San Diego Dry Stack

Spec Formliners, Inc. 1” (25mm) maximum relief
- 1/2" to 9/16" mortar joint
Impressive on Concrete 7-1/2" to 28" max width rock

3" to 7-1/2" max height rock

CONCRETE
Varies 1.00" Max.
0.5"to 0.5625" Relief

o T — T = 2T S T
R I JF Pt e

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 524

San Diego Dry Stack

Spec Formliners, Inc. 1” (25mm) maximum relief
1/2" to 9/16" mortar joint

Impressive on Concrete 7-1/2" to 28" max width rock
3" to 7-1/2" max height rock

48.00
Matchstones

144.00 Matchstones

Panels are available in 4'x12'.
*Actual Stone Layout may differ from drawing.

48.00
Formliner
Height

144.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 526

La Sierra Fieldstone

Spec Formliners, Inc. 2" max. relief
1/2"” to 3/4" (13 to 19mm) mortar joint

6" - 29" width and 5" - 11" height stones

Impressive on Concrete

CONCRETE

Varies 2.00" Max.
0.5" fo 0.75" _ Relief

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 526

La Sierra Fieldstone

2" max. relief
1/2"” to 3/4" (13 to 19mm) mortar joint
6" - 29" width and 5" - 11" height stones

1 Spec Formliners, Inc.

Impressive on Concrete

144.000

48.000

Panels are available in 4'x12'".
*Actual Stone Layout may differ from drawing.

- ga % N
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Height )DC?@C\Q f,/—' ﬁj

= %@i
e T e e e

|

144.000 Formliner Width

|

Note: Panels match top and bottom,

side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 534

Large Running Bond Stone

Spec Formliners, Inc. 1-1/2"(38mm) maximum depth
7-1/4" x 22" maximum stone size

Impressive on Concrete

CONCRETE

Tl -t A=

075" | 22.0" maximum

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

20f2

Pattern Number: 1 5 34

Large Running Bond Stone

1-1/2"”(38mm) maximum depth
7-1/4" x 22" maximum stone size

119.50

7.25
Matchstone

7.25
Matchstone
48.00 —

7.25
Matchstone

7.25
Matchstone
L

L. 075 (1YP)

_0.375
——
7.25
Matchstone

1
7.25
Matchstone

7.25
Matchstone

N

7.25
0.75 (TYP)

7.25
Maichsione

e
0375

48,00

Formiliner
Height | | |

119.50 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 3 5

Amboy Cut Stone

Spec Formliners, Inc. 2” (50mm) maximum depth
Panel size 24” x 96", various stone
layouts for random placement

Impressive on Concrete

CONCRETE
2.00
(S0 mm)
|
| | \ /
o )N T
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



24.00
Formliner
Height

Spec Formliners, Inc.

Impressive on Concrete

96.00 Formliner Width

Pattern Number: 1 535
Amboy Cut Stone

2” (50mm) maximum depth
Panel size 24” x 96", various stone
layouts for random placement

96.00 Formliner Width

24.00
Formliner
Height

24,00
Formliner
Height

96,00 Formliner Width

Note: Pa

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 36

. Mammoth Cobblestone
Spec Formliners, Inc.
1-1/4” (32mm) maximum depth. Rock

Impressive on Concrete sizes from 3” to 6” - 3/4" mortar joint

CONCRETE

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



S Spec Formliners, Inc.

Impressive on Concrete

20f2

Pattern Number: 1 536

Mammoth Cobblestone

1-1/4” (32mm) maximum depth. Rock
sizes from 3” to 6” - 3/4" mortar joint

120.000

Panels are available in 4'x8', 4'x10' and 4'x12'.
*Actual Stone Layout may differ from drawing.
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Note: Panels match top and bottom,
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side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 3 7

Colorado Red Flagstone

Spec Formliners, Inc. 2” (51mm) maximum depth
Various size sedimentary rock

Impressive on Concrete

CONCRETE

Varies 0.5" to 1.0"

5.0"to 30.0" width
2.5"to 13" height

S of

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Weights - Ibs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - |bS/ft2
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpect™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



48.00

48.00
Formliner
Height

Spec Formliners, Inc.

Impressive on Concrete

96.00

Pattern Number: 1 53 7

Colorado Red Flagstone

2” (51mm) maximum depth
Various size sedimentary rock

L I | I I I I I [ I | I I| I
I I I | I I I I Il Il I I | Il |:
I | |
I I I I | I I ] | |
1 | 1 | I | | | | 1 |
I I
|
IL Il | IL ][ IL | I | |
1 | | | | | | | | 1 [

96.00 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701

www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 38

Cut Textured Stone

Spec Formliners, Inc. Rock Sizes 14” to 45” - 14-3/4” coursing
| : = ; Relief in ElastoSpec and ElastoSpec
Mpressive i s=uanerars Lite available from 1-1/2” to 4” depth
CONCRETE
R LB S RN M V-
R o ﬂ - - - f Td s 4}
2. PRy I s -8
16.5" to 56"/

Standard Plastic tool size is
44.25” x 96” with 1-1/2” max. depth

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

20f2

Pattern Number: 1 538

Cut Textured Stone

Rock Sizes 14" to 45" - 14-3/4” coursing
Relief in ElastoSpec and ElastoSpec
Lite available from 1-1/2” to 4” depth

: 96.00
15.50 15.50
13.25 13.25
e Matchstone Matchstone
15.50 15.50
[__ ]
|| |
- )
L _|
4425 [ Tl'__“ | .-
Formliner | i ‘ ||I "I
Height — L — _ | | —— ————
| " il | |
| I|| l | |
S | S L | R | B
26.00 Formliner Width J
- Note: Panels match top and bottom,

side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 41

Rush Creek Ashlar

Spec Formliners, Inc. 2” (51mm) maximum depth. Stone sizes
to 30”. Plastic tool is 1-1/2” depth

Impressive on Concrete

CONCRETE

SR ) RS ) W N ) W _/J

1.5 Max.
Relief

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 41

Rush Creek Ashlar

Spec Formliners, Inc. 2” (51mm) maximum depth. Stone sizes
to 30”. Plastic tool is 1-1/2” depth

Impressive on Concrete

120.0

1-1/2" Max.
Matchstone 1. Watchstone

Relief T—TM“*C""""E ] ﬂ —-l

Matchstone Meatchstone

1/2"to 1-1/2"

Mortar Joint

: 120.0 .
Tgﬂ nJI T r——lTlilll ',.5 ——
480 m — L J]

It
T
1H

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 542
Portland Dry Stack

Spec Formliners, Inc. 1-1/2” (38mm) maximum relief
Impressive on Concrete 3/4" (19mm) mortarjoint
2 5" to 24" max width, 4" to 8" height stones
CONCRETE
Varies 1.50" Max.
0.5"to 0.75" Relief
T N\| T 7 B — N\ [T )
- ) T . 44 4.
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
Material Weights } |bs/ft2 Tear Strength D2370 23 MPa Tear Strength D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 542
Portland Dry Stack

Spec Formliners, Inc. 1-1/2” (38mm) maximum relief
: 3/4" (19mm) mortar joint
InpEesslve b ednaisls 5" to 24" max width, 4" to 8" height stones

144.000

48.000

Panels are available in 4'x12'".
*Actual Stone Layout may differ from drawing.

48.00 : R Lt
Formiiner 7 ; [
Height 1%

j——— “’"ﬁ—frjj;}jx_l A -

[ 144.00 Formliner Width ‘

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 544
Ashlar Dry Stack

3/4” (19mm) mortar joint
5" to 26" width and 1" to 10" height rocks

Spec Formliners, Inc.

Impressive on Concrete

5.0" 1o 26.0" width x
1.0" to 10.0" height

CONCRETE
0.75" Max. depth
n. : d‘?. 4 :q 45. ’ a o J
! MY o DR TN e TE 4‘
Rock Sizes:

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Weights - Ibs/ft2 ear Strengt D2370 23 MPa ear Strengt D624 200 pli

0.070 MIL 0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

Material Weights - Ibs/ft?

0.393 0.621 0.843

Varies by Pattern

Thicknesses Available

Varies by Pattern

Maximum Thickness

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 544

Ashlar Dry Stack

Spec Formliners, Inc. 3/4” (19mm) mortar joint
5" to 26" width and 1" to 10" height rocks

Impressive on Concrete

120.00

15.00 15.00

Maitchstone Matchstone

)] [
<, | i
S 2 S e
5] — =
= =

8
2
<
o
o
= s
<L
5]
=
‘ 15.00 ‘ 15.00
| Maichstone | | Matchstone |
*Actual Stone Layout may differ from drawing.
=%
—
o — |
48.00
Formliner
Height —
g ———
. T
 —
1 I |
l 120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 545

Kona Rock

SpeC Formliners, Inc. 1/2" to 3/4” (13 to 19mm) mortar joint
4" to 21" width and 4" to 21" height rocks

Impressive on Concrete

CONCRETE
: T R e s ] ors
" & L e - - . . .i' o, _/,—-—\\PJ—

40"to 21.0" / ‘C'-fﬂ to 1.50

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 545

Kona Rock

1 Spec Formliners, Inc. 1/2" to 3/4” (13 to 19mm) mortar joint
4" to 21" width and 4" to 21" height rocks

Impressive on Concrete

120.00 Formliner Width ‘

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 546

American Cut Stone

Spec Formliners, Inc. 3” (76mm) maximum relief
Impressive on Concrete 3/4" (19mm) mortarjoint
& 14" to 47" width and 14" height stones
CONCRETE
30
Max. Relief
— e—
\_/\ 0.750
Stone Sizes:
14.0" to 47" width
14.0" height
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob

Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%

Material Weights - Ibs/ft2 Tear Strength | D2370 23 MPa Tear Strength | D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 546

American Cut Stone

Spec Formliners, Inc. 3” (76mm) maximum relief
: 3/4" (19mm) mortar joint
INREEERIR SR SRR 14" to 47" width and 14" height stones

26.00

=

14.0
Maichstone

Matchstone

4425
Fermliner
Height

26.00 Formiiner Widfh Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 547

Colorado Flagstone

Spec Formliners, Inc. 1” (25mm) mortar joint
8” to 14" maximum stone size

Impressive on Concrete

CONCRETE

e e i T WL e
2 5 - ot i

Ranging from
8.00 1o 14.00

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 547

Colorado Flagstone

Spec Formliners, Inc. 1” (25mm) mortar joint
8” to 14" maximum stone size

Impressive on Concrete

120.00

15.50 16.125 16.125 15.50
4.00 Matchstone Matchstone Matchstone Matchstone 6.00
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Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Impressive on Concrete

Pattern Number: 1 548

Chester Dry Stack

Spec Formliners, Inc. 1-1/2” (38mm) mortar joint
5" to 26" width and 1" to 10" height rocks

10f2

CONCRETE
" g ] Y o [] . & F] - ! ‘_SP_MQ_}EQEP E’l
¥ e il % £ .t " - L o 2 4
g T L ety e 3 J
et Dt e B ¥ g o Ty
Rock Sizes:
5.0"to 26.0" width x
1.0" to 10.0” height
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear Strength Tear Strength i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 548

Chester Dry Stack

Spec Formliners, Inc. 1-1/2” (38mm) mortar joint
5" to 26" width and 1" to 10" height rocks

Impressive on Concrete

120.0

15.0 15.0
Matchstone Matchstone

— —
4.0 4.0
Muiciilsione Matchstone
- 5
48.0
|
4.0 4.0
Matchstone Matchstone
e {— —=
15.0 15.0
Matchstone Matchstone
{ ) S— )
| _—
] J | _ i N
] [ 1 = T : —4
}_T_H - 7
48.00 4 L '.{ ; o o =
Formliner ——1_ | T :{ i
Height | N I —
— . I |
\ — | —
—— — —  E— ! T ! [
A — | ——— 1 Fr— { —T

120.00 Formliner Width {

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 549

Chiseled Limestone

Spec Formliners, Inc. 1” (25mm) mortar joint
24" x 12" running bond pattern

Impressive on Concrete

CONCRETE

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 549

Chiseled Limestone

Spec Formliners, Inc. 1” (25mm) mortar joint
24" x 12" running bond pattern

Impressive on Concrete

120.00
1.0
23.0 23.0 ﬂJﬂ 23.0 23.0 23.0
1] 11 11 11 1
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(=] g g 1.0
E —{ (ve)
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8 N
25 22
2 2

23.0 | | 23.0 | | 23.0 23.0 | | 11.5

n

48.00
Formliner
Height

120.00 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

ThermoSpect™

Impressive on Concrete

Pattern Number: 1 5 50

Fractured Basalt

2” (50mm) maximum depth
Pattern matched edges

CONCRETE

2.00 max.

Depth

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

10f2

ElastoSpec'™ 100% Solid Urethane



Spec Formliners, Inc.

Impressive on Concrete

120.00

20f2

Pattern Number: 1 5 50

Fractured Basalt

2” (50mm) maximum depth
Pattern matched edges
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B e o —_— = P
— — — —— — —— = _
. — —t — == T ; ot — =
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. T — e I m‘r‘_ —J B T r——
Height — — f— g —— I — S——
iH — 0 — —
B i — = = =~ ==
o ——r — = — o — —
e~ -__ ___,H _-—'—-:D: P e - ____H _‘—E I
120.00 Formliner Width \_

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 1 553
Cut Ashlar

3/4” (19mm) mortar joint
Up to 30" stones

CONCRETE

u. T ../_'l-' : P B :'Q‘ . &: --.d- ok /—I ]9T'ﬂ|"ﬂ
: ey @ 1*"1_\'“—— . ___:d. i}

Stone Sizes:
Up to 30.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL
Property HIPS ABS Property ASTM Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%
. . Tear S h
Material Weights - Ibs/ft? earstrengt D2370 23 Mpa

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

10f2

ElastoSpec'™ 100% Solid Urethane

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 553
Cut Ashlar

20f2

.
Spec Formliners, Inc. 3/4” (19mm) mortar joint
: Up to 30" stones
Impressive on Concrete
120.000
Match Stone Match Stone
25,125 - 22,000 b - 22,000 + 25,125
P
7 B
19.125 — ,f}'s:o-. 19.125
‘:.,f,
2 -
— 11.75—
il BT |
9.750 = 3 9.750
48000 Matchstane f 1 ’ F Matchstone
S¥E—=
J“‘? i
AR
19.125 i =T 19.125
1 25.125 - 22.000 . 22.000 25.125 |
Match Stone Match Stone
| | n ]

] LI

|

48.00 T

Formliner
Height

|
i

J— 120,00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



10f1

Pattern Number: 1 55 5

Navasota Ashlar Stone

Spec Formliners, Inc. 1-5/8” (41mm) maximum depth
Various sized stones to 30”

Impressive on Concrete

CONCRETE
J 1.625"
f_\ ~ (41 mm}
L___ ____.__Jl = .J_l
Stone Sizes:
_Up o 30"
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts _ |bs/ft2 ear Strengt! D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



10f2

Pattern Number: 1 556

Franklin Aged Ashlar

Spec Formliners, Inc. 3/4” (19mm) maximum relief
8” to 24" stone sizes

Impressive on Concrete

CONCRETE
0.750
(19 mm)
Sk w 1
e i ——, . . ——en I 5
8.0"to 24.0"
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 556

Franklin Aged Ashlar

Spec Formliners, Inc. 3/4” (19mm) maximum relief
8” to 24" stone sizes

Impressive on Concrete

120.000

120.00 Formliner Width [

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



10f2

Pattern Number: 1 558

Liberty Dry Stack

Spec Formliners, Inc. 1-3/8” (35mm) maximum relief
3” to 24” maximum stone size

Impressive on Concrete

CONCRETE

1.375 max.
_ relief
Varies from 3.0" to 24.0"
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Welghts } |bs/ft2 ear Strengt| D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 558

Liberty Dry Stack

Spec Formliners, Inc. 1-3/8” (35mm) maximum relief
3” to 24” maximum stone size

Impressive on Concrete

120.00

7.50 7.50
Matchstone 13.875 15.50 13.875 Maichstone
1 30.00 - Matchstone 1 Matchstone - Matchstone 1 30.00 - 4125

T 4725
Matchstone

=
6.25

|

e 6.25
Matchstone S \ i Matchstone
Wi | 2

9.
7.50
Matchstone

17

2

e

6.25 - _ ' ;

8

8

Matchstone Matchstone
E 4
4.125 4.125
|_Matchstone Matchstone
! | 13.875 15.50 ‘ 13.875
7.50 30.00 |_Matchstone || Maichstone || Matichstone | 7.50
Matchstone Matchstone

:[ Matchstone

48.00
Formliner
Helght

120.00 Formliner Width

Note: Panels match top and bottom,

side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

20f2



ThermoSpect™

Spec Formliners, Inc.

Impressive on Concrete

CONCRETE

Pattern Number: 1 570
Klamath Dry Stack

2-1/4"” (57mm) maximum relief
3" to 24" typical stone size

Ranges from 3.0" to 24.0"

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

BONDED To 3/4” PLYWOOD

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Varies by Pattern

Thicknesses Available

Maximum Thickness

Maximum Thickness

10f2

ElastoSpec'™ 100% Solid Urethane

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 570

Klamath Dry Stack

Spec Formliners, Inc. 2-1/4” (57mm) maximum relief
3" to 24" typical stone size

Impressive on Concrete

120.0

Maichstone atchstone

Matchsione Matchstone
48.0
|
Matchstone Matchstone

23" - Max. Stone
Matchstone Size

L]
|
48.00 ’_‘l’jé Ll I
Formliner (_ L _]
Height | 1T '1_11
et} =
| Y [t

120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

ThermoSpect™

Impressive on Concrete

Pattern Number: 1 5 72

Ashlar Cobblestone

1/2” (12mm) maximum relief
4" to 7" irregular stones
1/4" to 1/2" mortar joint

CONCRETE

—
=

Stone Sizes: |
40"t07.0"|

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

10f2

ElastoSpec'™ 100% Solid Urethane



Spec Formliners, Inc.

Impressive on Concrete

120.00 Formliner Width

Pattern Number: 1 572
Ashlar Cobblestone

1/2” (12mm) maximum relief
4" to 7" irregular stones
1/4" to 1/2" mortar joint

48.00
Formliner
Height
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| !l!%l! (L LI IIT ,I!Jll lllllll.ll lill__
l!lllu in l TTITTTITT T T 1] IIi ]
-I - ale [ 1] []
|. 120.00 Formliner Width {

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

20f2



10f2

Pattern Number: 1 5 73

Independence Ashlar

Spec Formliners, Inc. 1-1/2” (38mm) maximum relief

- Deep chisel cut stone

IrARressive G S oRaree Sand texture mortar joint
Stone sizes to 36”

CONCRETE

L 1.50
.‘{—1
‘\L/\_/—-______a— s -ﬂ/l II\_ [ — / ]

Up to 36.0¢

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Weights - Ibs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - |bS/ft2
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpect™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 573

Independence Ashlar

Spec Formliners, Inc. 1-1/2” (38mm) maximum relief
Deep chisel cut stone
Sand texture mortar joint

Impressive on Concrete

Stone sizes to 36"
120.0
~0./5
(TYP)
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| — ]
| ‘
[ ]
48.00
Formliner
Height |
| ‘ |
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120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



ThermoSpect™

Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 1 5 77

Random Cobblestone

Rock sizes 3" to 8”
Maximum depth 1-1/2"
3/4” max mortar joint

CONCRETE

0.750"
Maximum

| 1.50 max.

| relief

2

| Rock Sizes:
3.0"1oc 8.0"

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

10f2

ElastoSpec'™ 100% Solid Urethane

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 77

Random Cobblestone

Spec Formliners, Inc. Rock sizes 3” to 8”

Maximum depth 1-1/2”
3/4” max mortar joint

Impressive on Concrete

120.0

A{]QTC hstone

e O

Matchstone

Matchstone

48.0
o EEp— . ——y
Matchstone . Y - ! . - Matchstone
o Mg . - ! L
48,00
Formliner
Height
120.00 Formliner Widih

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 1 579

Summit Rock

Rock sizes 3" x 5” t0o 9” x 18”
Maximum depth 1”
3/4” max mortar joint

Ranges from
5.00" to 18.00"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL
Property HIPS ABS Property ASTM Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%
Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

10f2

ElastoSpec'™ 100% Solid Urethane

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 1 579

Summit Rock

Spec Formliners, Inc. Rock sizes 3” x 5” to 9” x 18”
Maximum depth 1”
3/4” max mortar joint

Impressive on Concrete

T 1=
48.0 Matchstone Matchstone
I

e B e
el T e P
VLo %\%:%D;%Gﬁ%,@gé:]@gg@ T
e e s e e S
e e e e O B =

120.00 Formliner Widih

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 580

Lincoln Dry Stack

Spec Formliners, Inc. Deep Random Sized Stones 4" to 30”
stone sizes, random small filler stones

Impressive on Concrete

CONCRETE

N E— ——

TN\ : ~__

1.375 Max. __|
Relief

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Weights - Ibs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpect™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 5 80
Lincoln Dry Stack

Spec Formliners, Inc. Deep Random Sized Stones 4" to 30”

; stone sizes, random small filler stones
Impressive on Concrete

120.000

11
:

30.750 29.625 14.500

wf= 1

L 29.425
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29.625 1|][

230.750 29.625

=3

120.00 Formliner Width {

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 581

Washington Dry Stack

Spec Formliners, Inc. 1-1/2" Deep Random Sized Stones
4" to 24" stone sizes

Impressive on Concrete

CONCRETE

T ey i aT P 2 o il T, e, i
A e B g TR R | o iy m R B, e
e g S g RIRLISS S R i g W, g ol

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Weights - Ibs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - |bS/ft2
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpect™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 581

Washington Dry Stack

Spec Formliners, Inc. 1-1/2" Deep Random Sized Stones
4" to 24" stone sizes

Impressive on Concrete

15.50

15.50
__Maichsione | 6.6

6.6 Maichsione

7.50

|
L.

8.00

8.00
Matchstone

Matchstone

48.00

8.100 8.00
Matichstone Matchstone

—

7.50

15.50
|__Matchstone |

15.50
6.6 | Matchstone |

120.00

Panels are available in 4'x8', 4'x10' and 4'x12".
*Actual Stone Layout may differ from drawing.

|
48.00
Formiiner
Height

24,00 Formliner Width {

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 1 582

Stone Ground Granite

Spec Formliners, Inc. 1/2” (12mm) maximum relief
Same as 1513 Fractured Granite with
surface ground down to 1/2" relief

Impressive on Concrete

CONCRETE

| ! FN: e %

0.50 Maximum
Relief

Visit www.specformliners.com for application guides and technical information

10f2

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 582

Stone Ground Granite

Spec Formliners, Inc. 1/2” (12mm) maximum relief
| ; = P Same as 1513 Fractured Granite with
AR SRSV Sl R =R surface ground down to 1/2" relief

96.00

48.00

Panels are available in 4'x8'.

ey 3 Bpas—
48.00 = e R~ S

) =R , Sl = %% e 5
Formliner --a' ey *"‘".:\ — o A a-aa‘ S ==

reignt | E=3 — 2= e =

P et B e = e S e

— .- 5 st

26.00 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 585

Oneida Rectangular Stone

Spec Formliners, Inc. 24" to 72" Stones, 24" Coursing
1-1/2” Depth, 1” Wide Mortar Joint

Impressive on Concrete

CONCRETE

R ?. .".'-'.-'.T‘.:' .:', Bl ";‘ -d N :.-L: .. - J?/i
24.0" fo 72.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 585

Oneida Rectangular Stone

Spec Formliners, Inc. 24" to 72" Stones, 24” Coursing
1-1/2” Depth, 1” Wide Mortar Joint

Impressive on Concrete

120.00

Forrﬁliner
Helght

L 120.00 Formliner Width \_

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 587A / B
California Dry Stack

Spec Formliners, Inc. 1-1/4” (32mm) depth - Stone sizes 3”
; to 24”. - rotate and match points on all
Impressive an Concrete four sides. Also both patterns match

Two interchanging tools for extended random rock pattern layouts

CONCRETE

Varies from 3.0" fo 24.0"

=T

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 587A

California Dry Stack
Spec Formliners, Inc. 1-1/4" (32mm) depth - Stone sizes 3” to
: 24", - rotate and match points on all four
Impressive on Concrete sides. Also matches with pattern 1587B

y 96,000

1.25" Max. Relief

$6.000

—
- h%ﬁ;ﬁﬂ;c

Note: Panels match top and bottom, side to side
and rotated180°. *Panels also match with 1587B.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 1 587 B

California Dry Stack
Spec Formliners, Inc. 1-1/4" (32mm) depth - Stone sizes 3” to
: 24", - rotate and match points on all four
Impressive on Concrete sides. Also matches with pattern 1587A

96.000

48.000

Note: Panels match top and bottom, side to side
and rotated180°. *Panels also match with 1587A.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 0 1

. American 12"x24" Stone
Spec Formliners, Inc.
1-5/8"” (41mm) relief

Impressive on Concrete 1" (25mm) mortar joint
11" H x 23" W stones
Stone Texture matches Pattern 1546

CONCRETE

f ¥
B e
23.0 1.625
J_ 1.0

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 50 1

American 12"x24" Stone

Spec Formliners, Inc. 1-5/8” (41mm) relief
: 1" (25mm) mortar joint
Impressive on Concrete 11" H x 23" W stones

Stone Texture matches Pattern 1546

26.000 Formliner Width

48.000
Formliner
Height

48.00
Formliner
Height

94.00 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



ThermoSpect™

Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 5 5 02

10f2

American 24"x48" Stone

1-5/8” (41mm) relief
1" (25mm) mortar joint
23"H x 47" W stones

Stone Texture matches Pattern 1546

CONCRETE

47.0

J_ 1.0

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

-

\

—

1.625

ElastoSpec'™ 100% Solid Urethane
BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



20f2

Pattern Number: 5 502

American 24"x48" Stone

Spec Formliners, Inc. 1-5/8” (41mm) relief

: 1" (25mm) mortar joint
Impressive on Concrete 23" H x 47" W stones

Stone Texture matches Pattern 1546

96.000 Formliner Width

48.000
Formliner
Height

48.00
Formliner
Height

[ 96.00 Formiiner Width \ Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 03

American Stone

Spec Formliners, Inc. 1-5/8” (41mm) deep cut stone
10" to 30" stones, 6" coursing

Impressive on Concrete

CONCRETE
)
Varies 10.0" o 30.0" [1.625
75
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear Strength Tear Strength i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



1 Spec Formliners, Inc.

Impressive on Concrete

926.00 Formliner Width

Pattern Number: 5 503

American Stone

1-5/8” (41mm) deep cut stone
10" to 30" stones, 6" coursing

48.[?0
Neight
| | | i <o [ | | | =4 |
| | | J | | J | = 1 [ ]
| | L | | | | [ |
LI | J | | [ ] |
I | Ll | I | | |
| | L | | | | | |
1 L | | | | | | | |
] L | | i || | |
| | L | | | Ll |
] I | L J | | | | I
| I | | | | | | [ |
.o | P [ | [ T n ]
Height | | | L L | | L] |
| | L | | | L | |
| | | | | | L | | |
.| | L | | L s 2 | |
L 26,00 Formliner Width Note: Panels match top and bottom,

side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460

20f2
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Pattern Number: 5 5 2 7

Cut Random Stone

Spec Formliners, Inc. 2” (50mm) deep cut stone
| : = ; 3/4" mortar joint, 14" coursing
AR SRSV Sl R =R Note: 44.25" panel width
CONCRETE
I\Mox Relief
N S ¥, —
Stone Sizes:
14.0" to 47" width
14.0" height

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 5 5 2 7

Cut Random Stone

Spec Formliners, Inc. 2" (50mm) deep cut stone

3/4" mortar joint, 14" coursing
Note: 44.25" panel width

Impressive on Concrete

96.00 Formliner Width

4495
Formliner
Height

44,25
Formliner
Height

94.00 Formliner Widih

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Spec Formliners, Inc.

Impressive on Concrete

<

Pattern Number: 5 5 3 3
Keystone Ashlar

1-1/4” (32mm) maximum relief
1/2" to 3/4” mortar joint
7" to 23" W x 3" to 14.4" H stones

CONCRETE
Varies 1.25" Max.
0.5"to 0.75" Relief

- a

T e o T e = —— i —_— e
T av . - .
. i - . l_ .- ) R _d ) 4- R q . . ’ B N
: : R R T P
. R S

A g

=

10f2

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Weights - Ibs/ft2 ear Strengt D2370 23 MPa ear Strengt D624 200 pli

0.070 MIL 0.110 MIL 0.150 MIL

Material Weights - Ibs/ft?

0.393 0.621 0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 3

Keystone Ashlar
Spec Formliners, Inc. 1-1/4” (32mm) maximum relief
- 1/2" to 3/4” mortar joint
Impressive on Concrete 7" t0 23" W x 3" to 14.4" H stones

120.00

Panels are available in 4'x10' and 4'x12'.
*Actual Stone Layout may differ from drawing.

/] ) ——
AT

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 5

Fall River Cut Stone

Spec Formliners, Inc. 1” (25mm) mortar joint
2" (51Tmm) maximum relief

Impressive on Concrete

CONCRETE
2.00 Max. Relief

e TN T f__i(/\/_‘m“

1.00

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 5

Fall River Cut Stone

Spec Formliners, Inc. 1” (25mm) mortar joint
2" (51Tmm) maximum relief

Impressive on Concrete

144.000 Formliner Width

48.000
Formliner
Height

48.000
Formliner
Height

144.000 Formliner Width

Note: Panels match top and
bottom and side to side.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

Pattern Number: 5 5 3 6

Cracked Limestone

1-1/2” (38mm) maximum relief
1/2" to 3/4" mortar joint

CONCRETE
Varies 1.50" Max.
0.5"to 0.75" Relief
SRR SR VS L VasE
/4 . A "4 ﬂ R ] Sl f CLfa s s
. 4 & - L

10f2

Visit www.specformliners.com for application guides and technical information

ElastoSpect™ 100% Solid Urethane

BONDED To 3/4” PLYWOOD

ThermoSpect™ ElastoSpec Litet™ Semi-Elastomeric
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL

Property HIPS ABS Property ASTM Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi

Hardness D786 - 105 Elongation D412 300%

. . Tear S h

Material Weights - Ibs/ft? earstrengt D2370 23 Mpa

0.070 MIL 0.110 MIL 0.150 MIL

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Material Weights - Ibs/ft?

0.393 0.621 0.843

Varies by Pattern

Varies by Pattern

Thicknesses Available

Maximum Thickness

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 6

Cracked Limestone

J" | Spec Formliners, Inc. 1-1/2" (38mm) maximum relief
1/2" to 3/4" mortar joint

Impressive on Concrete

120.000 Formliner Width

48.000
Formliner
Height

Panels are available in 4'x10'
*Actual Stone Layout may differ from drawing.

J. 120.00 Formliner Widih l

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 7

Custom Random Fieldstone

3/4" relief with large irregular stones
1/2"” to 1” mortar joint

8" to 24" rock sizes

Pattern 1505 modified to 3/4" relief

Spec Formliners, Inc.

Impressive on Concrete

CONCRETE
0.500" to 1.000"
Mortar Joint
4 g RS 0.750
A e, 4T J Relief
< Fh_ s : 4
Rock Sizes:
8.0"to 24.0"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Weights - Ibs/ft2 ear Strengt D2370 23 MPa ear Strengt D624 200 pli

0.070 MIL Material Weights - Ibs/ft? Material Weights - Ibs/ft?

0.110 MIL 0.150 MIL

0.393 0.621 0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available

ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 7

Custom Random Fieldstone

Spec Formliners, Inc. 3/4" relief with large irregular stones
1/2” to 1” mortar joint
Impressive on Concrete 8” to 24" rock sizes

Pattern 1505 modified to 3/4" relief

120.000 ,
15.500 17.000 17.000 15.500
1.000 14.000 Matchstone _ 7.000 Matchstone | 13.000 + Matchstone 7.000  Matchstone  14.000
1.000
5 T Lo
@
ol c
§ s g2
%
2 | b
8
¢ s =
)
o c
8 S 8+
ot 5t
— 5 g
=
: 1.000
1.000 ‘ ‘ 15.500 ‘ 17.000 ‘ ‘ 17.000 ‘ ‘ 15.500
14.000 | Matchsione | 7.000 | Matchsione | 13.000 | Matchstone 7.000 Matchstone | 14.000

120.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 8

Arizona River Rock

Spec Formliners, Inc. 1-1/2" maximum relief
1/2” (13mm) to 1" (25mm) mortar joint
4" to 12" width and 4" to 12" height rocks

Impressive on Concrete

CONCRETE

K a : a g / T _
g o 1.50" Max. Relief
—— L J

Varies
0.50" to 1.00"

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 3 8

Arizona River Rock

o Spec Formliners, Inc. 1-1/2" maximum relief
: 1/2” (13mm) to 1" (25mm) mortar joint
IMiEEessive LR-Ephichals 4” to 12" width and 4" to 12" height rocks

120.00

120.00 Formliner Width [

Note: Panels match top and bottom,
side to side and rotated180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 5 o

Kane Long Stone

Spec Formliners, Inc. 0.39” mortar joint

1/2" maximum relief

1/4" maximum texture relief
3.61” to 17.54" width and
3.61" to 7.61" height stones

Impressive on Concrete

CONCRETE
0.25 Max. Texture Depth 0.50 Max. Depth

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 5 o

Kane Long Stone

Spec Formliners, Inc. 0.39” mortar joint

1/2" maximum relief

1/4" maximum texture relief
3.61” to 17.54" width and
3.61"to 7.61" height stones

Impressive on Concrete

0.39
0.39
 —— T - I I T |uu T 1 [ I T 7
[ 1 1 I I 11 | I I I 1 1 Iﬁv—l_ﬂ_
I I 1 77 | T I I 1 | T I [ I ]
I 1 | | I | [ 1 | ] I 1 | 1 | ]
I | I T I I | | I | | | T ] | ] ]
| : ) : T : IHH II|| — I |I 1 — ||‘I In | ”I ”I" | : T 1 | hH—
_\!—\\—Iﬁiﬁ || T u I T T T 1 I I 1 —T I ] T
I ] [ 1 I I | 1 1 1 I I I I I 1 |
I I I I|| II| H H | 1 | I | [ u | | I : 1 T " II|| I | I
] 1 I I ‘ ” : ||I : ] I 1 H| : 1 : nl l u" | - ‘u |
| [ [ | T | T 1 | || | »_I_ﬂ
T 1 | T I T I I T IT7 1 T T
] : H I T T : | I ||| u” ] : T ||| T — T ‘|‘ T H T T : T 1 L
Forminer - |I : 1 "u ”n' ] : T H I| T In : I H [ I|| : IH : T : I H| II|| : Iu H" 1
Height I I I 1 T I | [ 1 I | || i | [ I I I
T [ | 1 I | | I I I | |
I | T | T T 1 I | I I I 1 | I T ]
I 1 I I LT [ I 1 L I [ | I I |
mml I I [T 1 1 T I 1 T I I 1 1
144.000 Formliner Width ‘

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 5 2

Colorado Granite

Spec Formliners, Inc. 3-1/2” (89mm) maximum relief
Impressive on Concrete 5-1/2" to 18-1/2" width and
& 7" to 28" height stones

1/2" to 3/4" mortar joints

CONCRETE

0.500 to 0.750

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Pattern Number: 5 5 5 2

Colorado Granite

Spec Formliners, Inc. 3-1/2” (89mm) maximum relief
: 5-1/2"” to 18-1/2" width and
Impressive on Concrete 7" to 28" height stones

1/2" to 3/4" mortar joints

120.000 Formliner Width

48.000
Formliner
Height

Panels are available in 4'x10'.
*Actual Stone Layout may differ from drawing.

120.00

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Spec Formliners, Inc.

ThermoSpect™

Impressive on Concrete

10f2

Pattern Number: 5 5 54A

Coastal Fieldstone

1-1/2" (38mm) maximum relief
1.60” to 20" width rocks

1.50" to 10.60" height rocks
Individual rock shapes may vary

Note:
Panels available in 4'x8'

CONCRETE

926.00

1.50 Max. Relief

Visit www.specformliners.com for application guides and technical information

SINGLE OR MULTI-USE PLASTIC

ElastoSpec Lite'™ Semi-Elastomeric

MuLTI-USE MATERIAL

Property HIPS ABS Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%

Tear Strength | D2370 23 MPa

Material Weights - Ibs/ft?

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

ElastoSpec'™ 100% Solid Urethane
BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

96.00

Pattern Number: 5 5 54A

Coastal Fieldstone

1-1/2" (38mm) maximum relief
1.60” to 20" width rocks

1.50" to 10.60" height rocks
Individual rock shapes may vary

Note:
Panels available in 4'x8'

= ]
Zame

——

48
Formliner

Hei

.00

ght

.

L1

96.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 54 B

Coastal Fieldstone

SPeC Formliners, Inc. 1-1/2" (38mm) maximum relief
IMoressi —— 1.60” to 20" width rocks
Riseelvs R =Rl 1.50" to 10.60" height rocks

Individual rock shapes may vary

Note:
Panels available in 4'x8'

CONCRETE
26.00
1.50 Max. Relief
Visit www.specformliners.com for application guides and technical information
ThermoSpect™ ElastoSpec Lite'™ Semi-Elastomeric  ElastoSpect™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYwoob
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear S h Tear S h i
Material Weights - Ibs/ft2 ear Strengt D2370 23 MPa ear Strengt D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 54 B

Coastal Fieldstone

Spec Formliners, Inc. 1-1/2" (38mm) maximum relief
: 1.60” to 20" width rocks
Impressive on Concrete 1.50" to 10.60" height rocks

Individual rock shapes may vary

Note:
Panels available in 4'x8'

48.00
PANELB
L [
LA
B

t L
=
]

48.00
Formliner _—
Height B

96.00 Formliner Width

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 5 8

Custom Cobblestone

Spec Formliners, Inc. 2" maximum relief
~12" maximum stone size

Impressive on Concrete

CONCRETE

2.0
Max. Stone height

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ semi-Elastomeric  ElastoSpec'™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460



Spec Formliners, Inc.

Impressive on Concrete

1.00
Max.
Relief

0.25

0.50 [TYP)

42.00

Pattern Number: 5 5 6 1

CG American Stone

1/2” (13mm) mortar joint

1" (25mm) maximum relief

7" (178mm) vertical C-C

10” to 30" width stones

42"x120" panel size

Pattern 5503 modified to 1" relief
and 7" vertical C-C

CONCRETE

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Litet™ Semi-Elastomeric
SINGLE OR MULTI-USE PLASTIC MuULTI-USE MATERIAL
Property HIPS ABS Property ASTM Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A
IFlexural D7905 - 9300 Tensile D412 1900 psi
Hardness D786 - 105 Elongation D412 300%
. . Tear S h
Material Weights - Ibs/ft? earstrengt D2370 23 Mpa

0.070 MIL

0.110 MIL

0.150 MIL

Material Weights - Ibs/ft?

0.393

0.621

0.843

Varies by Pattern

Thicknesses Available

Maximum Thickness

0.070, 0.090, 0.110, 0.145, 0.155, 0.180

1/4" + Relief

BONDED To 3/4” PLYWOOD

Property ASTM | Rating
Shore A D2240 55-65
Tensile D412 1400 psi
Elongation D638 600%
Tear Strength | D624 200 pli

Material Weights - Ibs/ft?

10f2

ElastoSpect™ 100% Solid Urethane

Varies by Pattern

Maximum Thickness

1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 5 6 1

CG American Stone

Spec Formliners, Inc. 1/2” (13mm) mortar joint
- 1" (25mm) maximum relief
Impressive on Concrete 7" (178mm) vertical C-C
10” to 30" width stones
42"x120" panel size

Pattern 5503 modified to 1" relief
and 7" vertical C-C

120.00

42.00

a0 | | \I | I
neight | [ | [ | | | ||

120.000 Formliner Width \_

Note: Panels match top and bottom,
side to side and rotated 180°.

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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Pattern Number: 5 563

Coastal Basalt
Spec Formliners, Inc. 2” (51mm) maximum relief

Impressive on Concrete

CONCRETE
2.00" Max. Relief

Visit www.specformliners.com for application guides and technical information

ThermoSpect™ ElastoSpec Lite'™ semi-Elastomeric  ElastoSpec'™ 100% Solid Urethane
SINGLE OR MULTI-USE PLASTIC MuLTI-USE MATERIAL BoNDED To 3/4” PLYWOOD
Property HIPS ABS Property ASTM | Rating Property ASTM | Rating
Tensile D638 3700 5300 Shore A/D D2240 40D/90A Shore A D2240 55-65
IFlexural D7905 - 9300 Tensile D412 1900 psi Tensile D412 1400 psi
Hardness D786 - 105 Elongation D412 300% Elongation D638 600%
. . Tear St th Tear St th i
Material Welghts } |bs/ft2 ear Streng D2370 23 MPa ear Streng D624 200 pli
0.070 MIL 0.110 MIL 0.150 MIL Material Weights - IbS/ftz Material Weights - IbS/ftz
0.393 0.621 0.843 Varies by Pattern Varies by Pattern
Thicknesses Available Maximum Thickness Maximum Thickness
0.070, 0.090, 0.110, 0.145, 0.155, 0.180 1/4" + Relief 1-1/8" + Relief

Call for ThermoSpec'™ Standard Panel Sizes on this pattern. Custom Sizes and Art Panels available
ElastoSpec'™ Customized Panel Sizes and Art Panels

Spec Formliners, Inc. 1038 E 4th Street, Santa Ana, CA 92701
www.specformliners.com - Phone: 714 429-9500 - FAX: 714 429-1460
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